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Medallion Headlight Restoration

Increases ight outputimproves drivng afety
Cures il natural sunight

Cures il nexpensive 160 watt UV light
Excellentlveling proerties
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¢ Increases Light Output 600-1000%
e Improves Driving Safety

e Better Night Time Visibility

e Increase Auto Value

e Cheaper Then Replacement

e State-of-the-UC Cure

e Superior Scratch Resistance

e Excellent Chemical Resistance

e Excellent Leveling Characteristics
e Cures with 160 Watt UVA Light

e Can be Cured with Natural Sunlight
e Applied with PreVal Sprayer or

e Mini-Jet Spray Gun

The Medallion™ Headlight Restoration
System has proven to be one of the best
systems available. It is a simple 7 step
system that takes approximately 20-30
minutes to do both headlights. The resin
used in the headlight coating has gone
through 3+ years of Florida’s weather
conditions with no deterioration. Most
systems on the market involve sanding,
compounding and waxing which holds up
for a few months. With these systems, the
headlights dull out in less than 3 months.

The “Medallion™ Headlight Restoration
System” is a simple 7 step process that
requires UV light to cure the headlight
coating. The UV light source can be a UVA
light set-up with a minimum 160 watt UV
bulb or in some cases natural sunlight.

MRS-690-Kit

2 - MRS-690 Headlight Restoration Coating

1 - MRS-691 Headlight Sanding/Cleaning Solution
1 - MRS-692 Solvent Cleaner

2 - RS-802-3 PreVal Power Head

2 - RS-802-4 4 oz. Polyethylene Bottle

MRS-694K Tripod Light
Fixture Kit with 1 Fixture
/2 160 Watt UV Light
Bulbs and Safety Glasses

MRS-695 160 Watt UV
Self-Ballasted Curing
Light Bulb

MRS-696 Ultra-Spec
2001 Safety Glasses

I (Jye:*-. Safety
T Evevvear




“$P0+chko;" 2K PRIMER 50 State Compliant

2K Urethane Primer Surfacer MRS-8500 “Spot Werkes” 2K Urethane Primer Surfacer is a medium build, versatile two component primer surface. It has an ultra fast
dry-to-sand time. This primer surfacer is excellent for spot repairs. Formulated with corrosion resistant properties eliminates self-etch primer on cut through and other
small bare metal areas. This primer has excellent adhesion and solvent resistance with all topcoat paint systems.

FEATURES:

+ Excellent flow out

+ Excellent color hold-out

4 Superior impact resistance

+ Fast cure; can be sanded in 25 minutes
4 Guaranteed performance

COMPATIBLE SUBSTRATES:
T 2K URETHANE 4 Properly prepared steel
+ All properly prepared rigid and semi rigid auto body parts
pRI MER PRIMER 4 All brands of polyester fillers and glazil_lg putti_es
SURFACER | ACTIVATOR 4 Clean, properly sanded OEM or refinish coatings
i 4 Properly prepared aluminum
- MRS-8500 2K Primer Gallon
- MRS-8500-Q 2K Primer Quart

—= MRS-8550  Activator Quart

MRS-8550-8 Activator 8 oz.

“SpotWerkes" CLEARCOAT

Ultra Production System Acrylic Urethane Clearcoat MRS-8200 “Spot Werkes” Ultra Production Clearcoat is high production clearcoat system developed for spot
repair and one panel repair. This 4:1 mix clearcoat is a 3 coat system that can be sanded and buffed in 20-25 minutes air dry or baked for 5 minutes at 130°F(54.4°C)
metal temperature. MRS-8200 “Spot Werkes” Ultra Production Clearcoat is applied in 3 light coats wet-on-wet with no flash times between coats.

FEATURES:

¢ Super fast dry-to-sand time

¢ Excellent for spot repairs

¢ Superb blending

+ Fast bake cycle, no purge time; saves fuel cost
¢ Excellent gloss

4 Can be applied to flexible parts

¢ Excellent system for jambs and cut-it parts

¢ Guaranteed performance

[:I.EARG["“ SpotWerkss, COMPATIBLE SURFACES:

¢ Acrylic or polyester basecoats

HANE I ElEﬁHGIIM ¢ Activated polyurethane enamel (must be cured at least 8 hours)
AGTIHATIIH ¢ Activated acrylic urethane enamel (must be cured at least 8 hours)
R | ¢ OEM clearcoats
MRS-8200 Clearcoat Gallon
MRS-8210 2.1 VOC Clearcoat Gallon
MRS-8250 Activator Quart

“sptrf‘Worko;" ACCELERATED REDUCER & POT LIFE EXTENDER

"Spot Werkes" Accelerated Reducers are formulated for the "Spot Werkes" Acrylic Urethane Clearcoats and "Spot Werkes" 50 State Compliant 2K Urethane Primer
Surfacer.

MRS-8060 Accelerated Reducer Fast Gallon
MRS-8060-Q Accelerated Reducer Fast Quart
. . MRS-8075 Reducer Medium Gallon
REDUCER REDUCER REDUCER MRS-8075-Q Reducer Medium Quart
MEDIUM SLOW MRS-8085 Reducer & Pot Life Extender Slow Gallon
MRS-8085-Q Reducer & Pot Life Extender Slow Quart

Contin: On . Gallon (3785 L)

PAGE 2




HRTHE

EZ EUROPEAN CLEARCOAT

RS-6100 is a water-clear, high-production clearcoat that is compatible with all acrylic and polyester basecoat
systems. Can be lightly water-sanded and buffed 2-3 hours (air-dry) after application. Levels instantly as it
hits the panel, making it very easy to get a smooth, high-gloss finish. Produces a very flexible, high-gloss

coating.
RS-6100 Clearcoat 5 liter f) » ¢]
RS-6060 Fast Activator 2.5 liter — 0
RS-6070 Medium Activator 2.5 liter \ .
RS-6080 Slow Activator 2.5 liter j jl | DAY
RS-6090 X-Slow Activator 2.5 liter

EUROPEAN CLEARCOAT

MRS-6200 4.2 V.O.C. European Clearcoat is a 2:1 mix clearcoat formulated for superior leveling, excel-
lent gloss and easy sanding. This clearcoat utilizes the best UV stabilizers to prevent yellowing. MRS-
6200 has excellent adhesion to both acrylic and polyester basecoat systems. This clearcoats is easy to
buff next day or 3-4 days later. It can be applied in air dry or bake environments.

r
MRS-6200 Clearcoat 5 liter _). : ‘l
MRS-6360 Fast Activator 2.5 liter .
MRS-6375 Medium Activator 2.5 liter ]\ “ 1,¢
MRS-6390 Slow Activator 2.5 liter ’
EUROPEAN CLEARCOAT

MRS-6300 Medallion™ European Clearcoat 2.1 V.O.C. is formulated with premium European resins.
This water clear formula utilizes the best UV stabilizer system to prevent yellowing. It has superior verti-
cal stability avoiding runs. MRS-6300 Medallion™ European Clearcoat 2.1 V.O.C mixes 2 to | with
versatile activator system for various temperature ranges. It can be applied in air dry or bake environ-

ments.

MRS-6300 Clearcoat 5 liter 2 . ‘l
MRS-6360 Fast Activator 2.5 liter >
MRS-6375 Medium Activator 2.5 liter ]\ “ 15¢
MRS-6390 Slow Activator 2.5 liter ’

Medallion

g

2.1v0¢

MRS-6400

2.1 VOC EUROPEAN CLEARCOAT

MRS-6400 European Clearcoat 2.1 V.O.C. is a high solid clearcoat glamour clear. This clearcoat mixes 2:1
with an activator system designed for various temperature ranges. It can be air dried or baked. An excellent
clearcoat for restoration.

MRS-6300 Clearcoat 5 liter ) ‘]
MRS-6360 Fast Activator 2.5 liter —
MRS-6375 Medium Activator 2.5 liter ]\ j] N
MRS-6390 Slow Activator 2.5 liter l I{

“ULTRA CLEAR” CLEARCOAT

RS-2200 Ultra Overall / Multi-Purpose Clear is a premium quality acrylic urethane clearcoat developed from
the finest European and domestic raw materials available. RS-2200 is a medium solids product that meets na-

tional VOC rule standards when mixed properly.

RS-2200 Clearcoat Gallon f) . al
RS-2260 Fast Activator Quart —
RS-2275 Medium Activator ~ Quart Vilse
RS-2285 Slow Activator Quart ) l | DAY
RS-2295 X-Slow Activator Quart

WLTIMATE CLEAR |

WUNIVERSAL USE ACRYLIC

“ULTIMATE” CLEARCOAT

RS-2300 is a Premium Acrylic Urethane Clearcoat that is suitable for panel as well as overall refinishing. RS-
2300 offers outstanding gloss and durability with improved adhesion on all acrylic and polyester color coat sys-
tems. New European resin system offers excellent resistance to solvent pop and fisheye. Excellent flow and lev-

eling properties make this clear extremely easy to apply.

RS-2300 Clearcoat Gallon r) > %
RS-2260 Fast Activator Quart S ]
RS-2275 Medium Activator ~ Quart »
RS-2285 Slow Activator Quart ]\ j ] 1,¢
RS-2295 X-Slow Activator Quart
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GLEARGOATS

“RAPID CURE” CLEARCOAT
RS-4810 Clearcoat is specifically designed for rapid production environments. RS-4810 can be baked at
low temperatures for 10 minutes or air dried 1% to 2 hours before sanding and buffing. Saves on booth
time and energy costs while significantly increasing shop throughput.

RS-4810 Clearcoat Gallon A ~+4

RS-4860 Rapid Cure Activator Quart =g, l

RS-4870 Panel Activator Quart >

RS-4880 Multi Panel Activator Quart l\ j I l )(
* RS-4890 Slow Activator Quart

2.1 VOC CLEARCOAT

MRS-21 2.1 V.O.C. Acrylic Urethane Clearcoat is a low V.O.C. clearcoat formulated to be used in the most strin-
gent V.O.C. areas. This acrylic urethane clearcoat has excellent leveling characteristics and outstanding gloss
retention. It can be used as an air dry or bake system clearcoat..

MRS-21 Clearcoat Gallon gl ‘I
MRS-60 Fast Activator Quart =8
MRS-75 Medium Activator Quart Vil
MRS-90 Slow Activator Quart ] } l ] 'g
LOW GLOSS CLEARCOAT BLEND-EZE PANEL BLENDER

MRS-4820 Low Gloss Clearcoat is designed for
undersides of hoods, trunk lids, door jambs, back-
sides of fenders. It can also be used on exterior
panels where a low gloss clear is needed. MRS-

Luw sl.uss 4820 Low Gloss Clear mixes 4:1 with the RS-4800

GLEAHGUM series activators.

MRS
S0 RS-4860 Rapid Cure Activator Quart
RS-4870 Panel Activator Quart
RS-4880 Multi Panel Activator Quart
RS-4890 Slow Activator Quart
FADE EDGE BLENDER

RS-596 is a blend of special solvents and resins for melting in
dry edges on blends. RS-596 works very well as a wet bed
sealer on scuffed adjacent panels prior to color blending. Super
fine mist pattern melts dry edges for an invisible blend.

‘ RS-596  Fade Aerosol

”BﬂPII]!I:lI
ﬂEBElERM '

2.1 VOC “RAPID CURE” ACCELERATED REDUCER
Rapid Cure Accelerated Reducer is designed to in-

crease productivity and thru-put without sacrificing durabil-
ity and gloss. This reducer decreases cure times and dry-to-
sand times as much as 80% with not affect on pot-life and
sprayability. MRS-155 can be used in Medallion urethane
clearcoat and primer surfacers. Add 5-10% to
ready-to-spray material.

MRS-155-Q Rapid Cure Reducer Quart

essten BlENIJ 743

e ot S

is-2710-0

RS-2710 Blend Eze Panel Blender/Color
Checker is a blend of premium solvents
and resins designed to be used as a panel
blender for 2K clearcoat systems and sin-
gle-stage urethanes and to check color
match and layout of metallics. It is com-
patible with most major clearcoat, base-
coat and single-stage urethane sys-

tems. Reduce remainng clearcoat with
RS-2710 at 1:1 mix to melt in edge and
then spray without reduction to melt in
featheredge. RS-2710 can also be used as
a wet-bed sealer.

RS-2710 Blend Eze Gallon
RS-2710-Q Blend Eze Quart

Gl]Ll]Fn
{BLENDER

i MRI-500
{IRT500:0

COLOR BLENDER

MRT-500 Color Blender is a universal
blending product used as a wet-bed
sealer, lock-down clear on metallics, cut-
in clear in areas not exposed to sunlight,
mid-coat clear for tri-coats and graphics
and a basecoat blender. This blender is
compatible with most basecoat sys-
tems. It can be reduced with standard
and reactive type reducers

MRT-500  Color Blender Gallon
MRT-500-Q Color Blender Quart

Medallios

RECONDITIONING CUT IN CLEAR
This versatile 1K Clearcoat can be used for several applica-
tions. Excellent results on all nonexposed areas that re-
quire clearcoating. Also works excellently on color spray-
out cards when checking for color match. Won’t yellow
%(uuruumngm out or haze out like other aerosol clear coats.

IN

RS-550  Reconditioning Clear Aerosol






